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PRE COATING  (10  ± 1 gm/m2 )  1. High value consumer packaging.

    TOP LINER  ( RECYCLED WHITE PULP) 2. Pharmaceutical Cartons.              

UNDER LINER  (RECYCLED WHITE PULP)  3. Advertising Pamplets/Danglers.

4. Cartons with Backside Printings.

Recommended for Multi-colour printing:

1. Letter Press

2. Offset 

UNDER LINER  (RECYCLED WHITE PULP) 3. Roto gravure

    TOP LINER  ( RECYCLED WHITE PULP) 

SUBSTANCE CALIPER BULK

         MD          CD PPS (MICRONS) : 2.5 ± 0.5

250 65 28 280 1.12

260 70 32 294 1.13 Brightness : 79.0   ± 1  %

285 90 42 322 1.13

BOTTOM COATING  (9  ± 1 gm/m2)

STIFFNESS

gm/m2
gm.cm

Micron cc/gm.

FILLERS (RECYCLED GREY PULP)

SUPER CHROMO BOARD  

(WHITE BACK)

SPECIFICATION SHEET

TOP COATING WITH BLADE  (9  ± 1 gm/m2) APPLICATIONS

285 90 42 322 1.13

295 105 48 333 1.13 Gloss (75°) : 45 ± 5  %

320 128 62 362 1.13

360 175 80 414 1.15 Plybond (scott) : > 60 ft.lb in 1000

400 245 110 460 1.15

450 295 135 531 1.18 IGT drypick : > 0.8 m/sec.

500 355 160 600 1.20

COBB T/B : < 45/60 gm/m2

± 5%                                ± 10% ± 5% ± 5%

Moisture content : 7.5% ± 1.0%

H.O. ADDRESS : (SALES OFFICE) Mill Addess :

Balkrishna Paper Mills Ltd., Balkrishna Paper Mills Ltd.,

A-Wing, 7th Floor. Ambivli, P.O. Mohone,

Kamala City, Taluka-Kalyan, Dist. Thane

Senapati Bapat Marg, MAHARASHTRA - 421 102

Tel  : (0251) 2270 701/02/03

Tel: 91-22-61207900 Fax : (0251) 2270 705

Fax:91-22-61207999

E-Mail - bpmho@bpml.in

Tolerance

Lower Parel(W).Mumbai 400 013


